NOTE: FIXING ANGLES CAN BE FACING IN

DEPENDING ON STRUCTURE DEPTH

SUITABLE TAPES/ WRAPS BY
OTHERS

HORIZONTAL METAL CLADDING &
HEAD FLASHING BY OTHERS

10

FIXING TYPE AND CTRS PROJECT
SPECIFIC

12G S/S TEK SCREWS, FIXING
CTRS PROJECT SPECIFIC

OPENING HEIGHT
LOUVRE NECK HEIGHT

50 X 3 CONT. EA, MILL FINISH &
BEDSEALED. BANDAGE SEAL
JOINTS BY INSTALLER

12G S/S TEK SCREWS, FIXING
CTRS PROJECT SPECIFIC

OPENING WIDTH
LOUVRE NECK WIDTH 10

50 X 3 CONT. EA, MILL FINISH &
BEDSEALED. BANDAGE SEAL
JOINTS BY INSTALLER

— FIXING TYPE AND CTRS PROJECT
SPECIFIC
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50 X 3 CONT. EA, MILL FINISH &
BEDSEALED. BANDAGE SEAL
JOINTS BY INSTALLER

—— SUITABLE TAPES/ WRAPS BY
OTHERS

HORIZONTAL METAL CLADDING &
JAMB FLASHING BY OTHERS

12G S/S TEK SCREWS, FIXING

Ij CTRS PROJECT SPECIFIC

FOAM TAPE OR SEALANT BY
INSTALLER

10

HDPE PACKERS BY INSTALLER

SUITABLE TAPES/ WRAPS BY
OTHERS

FIXING TYPE AND CTRS PROJECT
SPECIFIC

HORIZONTAL METAL CLADDING &
SILL FLASHING BY OTHERS

HDPE PACKERS BY INSTALLER

VENTILATION LOUVRE

VL-VF2

INSTALLATION DETAILS
HORIZONTAL METAL CLADDING

E: sales@ventuer.co
W: ventuer.co

VENTUER

Ventilation, Acoustic & Smoke Louvres
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